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Now Chromium Plated 
Always Like New 


Chromium plating over nickel plating on 
“Yankee” Tools adds lustre and durability 
of finish at no increase in price 
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GOOD TOOLS 


The Cheapest in the End 


This is an age of good tools! Time and human 
energy are at a premium. It is the business of a 
tool, these days, to save time and labor and get the 
job done in the best short easy way. 


But also it is an age of cheap imitations of good 
tools; as the tool-user discovers to his discomfort! 


Good tools serve you . . . add satisfaction to 
your work and money to your purse. Imitations 
trade on the reputation of good tools. By deception, 
they rob you of your money, time, labor. Poor tools 
soon take away a man’s pride in workmanship. 


Like the wolf in sheep’s clothes, the imitation tool 
is made to look like the good tool—externally. You 
find out what is inside only after you have parted 
with your money. 


Often you can tell a poor toc! from a good tool by 
the price. You realize that the price is too low to 
give you the reliable tool you want. A cheap imita- 
tion is an extravagance. Safe rule, always, in buying 
tools, is to make 
sure of the brand 
name. 


“Yankee” on 
the tocl you buy 
means the utmost 
in quality,effi- 
ciency and dura- 
bility. “Yankee” 
tool-makersserved 
their apprentice- 
ship long before 


et ee ee Oe the ate OF cheap- 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
(1) 
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“YANKEE” 


Ratchet Bit Brace No. 2100 


Trv This Test The finest bit-brace ever made. 
as rete Pi peie Holds any shape bit (round, square, 
chuck of Yankee’ any taper) in a vise-like grip. 


Brace. Bore deep into : : 
he iat ee ¢ Ratchet works without calling for 


upward with all_your a hand to hold chuck from turning 
strength. Bit will not . . 
strength. | Bic wil ies, back. Does every kind of a boring 


test shoe the Denice, Job within scope of a bit-brace. 

Quick-centering, Ball-bearing Chuck. 
Holds round shanks up to 14 in. diam., and 
square shanks up to % in. across corners 
used on larger bits. Ball-bearings give easy 
action in your hand, enabling you to lock 
and release bits at a turn of the wrist. 


Famous “Yankee” Ratchet. Finger- 
touch on‘ easy-acting Ratchet Shifter gives 
sure positive shift, and secures a smooth, 
silent, powerful ratchet. Bronze-encased 
against dust and moisture. 


Hard Rubber Handles. Unbreakable, 
won’t warp, shrink, bind, or crack. Top 
handle, steel clad, ball-bearing. Patented 
“Yankee” method prevents excessive play 
in sweep handle. 


Finish. Nickeled and finished in keeping 
with the perfection of its construction. 


Sizes. 8, 10, 12, and 14-inch sweep. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” Bit Extension 


No. 2150.—Made to fol- No. 2151.—Heavy, 
low 44-inch bit. to follow 7%-inch bit 
orlarger. << 


Chuck is so constructed that it will accom- 
modate a large range of square shanks and 
hold them securely. This is a feature that is 
greatly appreciated, due to lack of uniformity 
in square shanks and consequent difficulty in 
holding them in many extensions. 


Square shank is held firmly by socket. 
This is best possible means of holding bits in 
an extension, eliminating jaws which are of 
necessity light in limited space available 
and therefore liable to break. 


A “Yankee” feature 
prevents jamming of 
bit in socket. Bits 
will not loosen and 
come out while in use. 


Taper end of shank 
is accurately ma- 
chined. 


Nickel plated 
throughout to prevent 
rusting, with high pol- 
ish on sleeve to add 
to appearance. 


Size Weight 

No. 2150 No. 2151 
15-inch. ...15 oz. 1lb. 8oz. 
18-inch....11b.20z. 11b. 1202. 
21-inch..,.11b.40z. 11b. 1402. 
24-inch....11b.70z. 2Ibs. loz. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 


EE" 


TOOLS 
Make Beller mechanics 
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The New Improved 
“YANKEE” Spiral Ratchet 
Screw-drivers 


The “Yankee” is the standard spiral 
ratchet screw-driver the world over. 


For more than a quarter of a century 
it has been so efficient, so convenient, 
so durable, that there seemed no way 
to better it. 


But “Yankee” ingenuity created 
new models even better than the old. 


The chuck was perfected with a 
“Yankee” patented construction that 
prevents blade from jamming. 


Lock-collar, sleeve and cylinder, 
formerly fastened by a screw, 
have now in addition a key-slot Gock-bller: 
that keys these parts together, sleeve and the 


cylinder are 


making them immovable. keyed together 


A new driving nut, a third longer than 
the old, gives longer wear. 


The ratchet pawls were length- 
ened and_ strengthened. The 
handle was made immovable by 
lock-nut on cylinder. The new 
construction shortens the tool 
slightly, making it more compact, 


New Old and about same length of stroke. 
Nut Nut 
(Three-fourths actual “Yankee” on a spiral ratchet 
size) screw-driver means you are gettin 
) - g 


! ibd = pro- the best in the world. Various 
oOrtionate increase in < s 
length of new driving StYles of this famous tool are shown 
nut over the old. and listed on following pages. 


“YANKEE” TOOLS 
“make Belier mechanics 
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“YANKEE” 


Spiral Ratchet Screw-drivers 
Right- and Left-hand and Rigid Adjustments 


KYM) | 


Regular Style No. 30-A_ No. 31-A No. 35 

Pattern: Standard or Heavy Light 
Medium 

Length with Bit—Extended 184” 25h 1234” 

Length with Bit—Closed ie 1634” 914” 


No. 30-A (improved No. 30), the standard or medium size, is 
used by the mechanics of all countries and is regarded by them as 
the world’s standard spiral ratchet screw-driver. Three bits of 
different widths are supplied with tool. 


No. 31-A (improved No. 31) is the heavy pattern of the regular 
style and is designed for heavy duty with large screws. Three bits. 


No. 35 is a light spiral ratchet screw-driver for electricians, pat- 
tern makers, carpenters and amateurs who have small screws to 
drive. Bits are straight to drive screws where flattened blades will 
not work. Three bits are supplied with tool. Extra long bits are 
obtainable. Weighs seven ounces. 


“Yankee” Spiral Ratchet Screw-driver 
drives or draws screws simply by pushing 
on the handle. The spiral turns the blade 
and sends the screw in rapidly. 

This “Yankee” Screw-driver is one of 
the most important time- and labor-saving 
tools ever invented. 


Removing starter screws with a 
“Yankee” Quick-Return Spiral Ratchet 
Screw-driver No. 130-A. 


There are many jobs like that illustrated above 
where the “Yankee” Spiral Ratchet Screw-driver 
will enable you to drive a screw one-handed in 
awkward places. The “Yankee” Quick Return 
Spiral Ratchet Screw-driver (see next page) has 
a spring in handle that by its tension keeps bit 
in screw slot, making it easy to work one-handed. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Quick-Return 
Spiral Ratchet Screw-drivers 


a a ee IERETONT Cum 


Quick-Return Style No. 130-A_ No. 131-A_ No. 135 

Pattern: Standard or Heavy Light 
Medium 

Length with bit—Extended 20” 2714" 1314” 

Length with bit—Closed 1434” 1914” 10” 


No. 130-A, No. 131-A and No. 135 are the same as 
the regular style described on a previous page with a 
spring added in the handle, which causes handle to come 
back automatically after each push and makes the tool 
a “quick return.” Three bits are included with each 
screw-driver. 


Illustration at left shows “Yankee” 
Quick Return Spiral Ratchet Screw- 
driver setting up screws in fixture at bot- 
tom of ice-cream freezer tub, to support 
can. The tension of the spring in the 
handle keeps bit in screw slot and leaves 
one hand free to hold the work. 


At the right an electrician is seen 
putting up switch boxes with the 
“Yankee” Spiral Ratchet Screw- 
driver No. 135. This tool-enables 
the worker to handle small screws 
with ease and speed. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 


Spiral Ratchet Screw-driver 


Attachments 


Your “Yankee” Spiral Ratchet 
Screw-driver will drill holes in 
wood for screws or for any other 
purpose. It will countersink holes 
for screwheads. It will run up 
small nuts. All done same way 
this“ Yankee” Tool drives screws— 
simply by pressing on handle. 


Three screw-driver bits come 
with the tool, as shown on previous 
pages. In addition you can buy 
“Yankee” Screwholder Bit, for 
holding and placing screws; and a 
“Yankee” Screw-eye Holder, for 
handling Screw-eyes, as in putting 
up awnings. 


You can get a set of eight 
“Yankee” Drill-points, with spe- 
cial chuck fitting into screw-driver, 
for drilling holes zg to 4”. Also 
“Yankee” Countersink. And, for 
jobs calling for small nuts, 
“Yankee” Sockets fitting into tool 
same as screw-driver bits. 


Handymen who want a boring 
and screw-driving tool that will 
work any place, will buy the 
“Yankee”? Spiral Ratchet Screw- 
driver with ‘Yankee’ Attach- 
ments shown on opposite page. 


“YANKEE” TOOLS 
{Make Beller mechanics 
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“YANKEE” 
Spiral Ratchet Screw-driver 
Attachments 


The shanks for attachments for “Yankee” Spiral Ratchet 
Screw-drivers are same diameter as regular bit where it fits in 
chuck of spiral driver. 


Those for No. 30 have shanks =; diameter: 
Fit No. 30-A, 130-A, 26, 126, 26-A, 126-A. 

Those for No. 31 have shanks 3%; diameter: 
Fit No. 31-A, 131-A, 27, 127, 27-A, 127-A 


Those for No. 35 have shanks 3; diameter: 
Fit No. 35, 135, 25, 125. 


Chuck with eight drill points 35 to #4 inch. _ The drill point fits 
into chuck and the two together are then put into chuck of spiral 
driver in the same manner as the regular bit. 


Screwholder Bit holds screw, places it, drives it in, and releases 
automatically. For use especially in places hard to reach. 


Countersink. Superior steel for use in hard or soft woods. 
Screwholder Bit and Countersink can be obtained for spiral 
drivers as listed above for No. 30, No. 31, and No. 35. 


“Combination” (Hex and Square) Ae “Hexagon” only 
“Hexagon” supplied unless “Combination” specially ordered. 


Sockets: 
No. 30 4, a, a %& 1p 72 across flat. 
No. 31 32) 3%, 16 lh, Y6> 8 across flat. 
No. 35 33; Hex only, 14, 35 across flat. 


“YANKEE TOOLS 
Make Better mechanics 
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“YANKEE” 
Ratchet Screw-drivers 


Right-hand Ratchet, Left-hand Ratchet and 
Rigid Adjustments 


“Yankee” Ratchet Screw-drivers are needed by 
every man who uses tools. You can work more 
rapidly with them, and more easily, too. One grip on 
the handle is all that is needed, then turn to and fro, 
and the “Yankee” Ratchet does the rest. No tiresome 
grip-and-let-go. Ratchet takes hold going forward 
and releases coming back. It does the work, and saves 
your muscles. 


No. 10—Ratchet Shifter moves in same direction as the length 
of blade. Blade lengths—2, 3, 4, 5, 6, 8, 10, 12 inches. 


No. 11—Same as No. 10 except Ratchet Shifter moves across 
instead of parallel to length of blade. 


_ No. 12—Same as 6 inch No. 11, with short, stubby blade only 144 
inches long, for use of mechanics, electricians, fitters, and gun- 
smiths, requiring strong screw-driver with short blade. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 


PHILADELPHIA, 


A “Yankee” Ratchet 
Screw-driver comes in 
mighty handy in putting 
up an automobile visor. 
In the awkward position 
that you must work, 
with the screw high 
above your head, it is 
a relief to be able to 
ratchet the screw home 
with one hand. 


PA., 


, Working on ratchet, 


the handle moves to 
and fro with your 
hand. Finger-touch 
gives right or left 
ratchet, for driving 
or drawing screws; 
or makes it a rigid 
driver. 


13 


It does not take long 
to put on door hinges if 
you use a “Yankee” 
Ratchet Screw-driver. 
The speed and skill of a 
carpenter are partly due 
to the tools he uses. In 
most cases you will find 
them to be “Yankee” 
Tools—with their time- 
saving adjustments. 


Removing or replacing cap screws from a timing-gear case is a 
quick, easy job if a “Yankee” Ratchet Screw-driver is used. The 
first good grip on handle does not have to be released until screw 


is in or out. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“Y ANKEE” 


Magazine Ratchet Screw-driver 
No. 65 


A convenient tool for home use. As the four blades vary to suit 
different sizes of screws, the one driver answers in place of four. 


: _ Blades are easily removed and are interchangeable. Magazine 
* “@! in handle holds them when not in use. 


Ratchet mechanism for right or left hand, or rigid, is same as in 
No. 11 “Yankee” Ratchet Driver. 


Made in two sizes, differing only in length of shank. 


No. 65—1 Inch. (Length of shank, 114 inches). 
Entire length, 634 inches. 
No. 65—6 Inches. (Length of shank, 6 inches). 
Entire length, 1134 inches. 


Bit Holder for Braces No. 66 


Holder with four heavy blades 
for use in bit brace. Length, 4% 
inches. 


“Y ANKEE” 


Magazine Pocket Screw-driver 
No. 60 


Useful to sportsmen, 
motorists, yachtsmen, 
and for home owners 
to do odd jobs around 
y the house. Also for 

mechanics who want 
to travel with a light tool kit. 

Four detachable blades to fit different size 
screws. Magazine in handle for blades. 
Weighs only 2 ounces. 3 inches long, closed; 
5¢-inch diameter. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 


Ratchet Screw-drivers 
with Screwholder Attachment 


Holds screw, places it, drives it. Useful to reach difficult places, 
and where only one hand can be used. Screwholder Attachment 
consists of two jaws, fastened to a head at one end; a ring to limit 
spread of jaws at other end; and spring to operate jaws. 


Jaws open as head of screw sinks into wood so screw can be 
driven flush with surface. It releases automatically. When not re- 
quired Screwholder Attach- 
ment can be pushed back 
on blade, out of the way. 


No. 110 is No. 10 “Yankee” 
Ratchet Screw-driver with Screw- 
holder Attachment. Length of 
blade: 3, 4, 5, 6, 8 inches. 

No. 111 is No. 11 “Yankee” 
Ratchet Screw-driver with Screw- 
holder Attachment. Length of 
blade: 3, 4, 5, 6, 8 inches. 

No. 115 is No. 15 “Yankee” 
Ratchet Screw-driver with Screw- 
holder Attachment. Length of 
blade: 3, 4, 5, 6, 8 inches. 


“YANKEE” Tool Set No. 100 


This sturdy tool box, made of oak, and handsomely finished, contains 
one each of the following ““Yankee”’ Tools, described on other pages: 

No. 30-A—Spiral Ratchet Screw-driver. 

Chuck, with drill points, eight sizes, ds, &, 3s, a, 4, &, #2, 44 inch, to use for 


drilling holes with the No. 30-A Spiral Ratchet Screw-driver. 

Countersink to fit in chuck of Spiral Ratchet Screw-driver. 

No. 11 Ratchet Screw- 
driver, with blade 6 in. long. 


No. 15 Ratchet Screw- 
driver, with finger-turn on 
“e460 blade, and 3-inch blade. 


NORTH BROS MES. CO. This combination in 
PHILADELPHIA,PA.WS.A> 

a set covers all the 

usual requirements in 

tools for driving and 

drawing screws, and for 


boring holes for screws. 
Box 121% x 434 x 234. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 


Plain Screw-drivers 


No job can make the blade of a “Yankee” Plain 
Screw-driver turn or loosen in the handle. Blade 
and handle are locked together by a “Yankee” 
device. This special “Yankee” feature prevents 
blade from turning in handle. Every blade is tested 
twice before leaving factory. 

The blade steel is hardened and tempered exactly 
for the nature of the tool and the work it has to do. 

Blades and ferrules are highly polished. Handles 
are of hard wood finished in dead black, shaped to 
fit the hand comfortably and give a firm grip. 

A “Yankee” Plain Screw-driver is a well-balanced 
tool of the highest quality possible to produce. 


No. 90—Standard Style 
| Sizes: 14, 2, 3, 4, 5, 6, 7, 8, 9 10, 12, 15 ins. 
|) Sizes: 18, 24, 30 ins. (have double grip handles). 
No. 95—Cabinet Style 
| Sizes: 24,33, 43, 53, 62, 72, 82, 93, 103, 123, 153 ins. 


“YANKEE” Construction 


(A) Bolster has four teeth 
extending its entire length, 
which when forced by heavy 
press into wood of handle 
makes it impossible to turn 
blade or bolster in handle. 


(B) Metal of bolster is 
punched down into nick on 
shank of blade to prevent 
pulling out. 


(C) End of shank is offset and 
fits into offset of bolster to 
prevent turning. 


“YANKEE” TOOLS 
Make Belter mechanics 
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They Stand Abuse 


PYANKEE’HO 


No. 1—A “Yankee” 
No. 90 is cutting off a 
strip of steel without 
chipping or marking the 
blade in any way. 


No. 2—The same 
screw-driver was then 
driven into a  4-inch 
plank—cutting across the 
grain. 


No 3— 
The  screw- 
driver driven 
through the 
plank with- 
out splitting 
or loosening 


the handle. 


No. 4—The blade did not turn or 
loosen in the handle even with the 
powerful twist given it as shown in 
the illustration, 


“YANKEE” TOOLS 
Make Beller mechanics 
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“YANKEE” 
Automatic Push Drill No. 41 


Just as “Yankee” Spiral Screw-drivers are the 
standard the world over, so “Yankee” Automatic 
Push Drill No. 41 is the preferred tool in its class. 


This sturdy, dependable tool quickly bores holes in either soft 
or hard wood without splitting wood. Drill point is revolved by 
pushing handle. A spring forces handle back for next push. 

Made with extreme care from highest quality material, No. 41 
stands up in service for years. 


Strong, dependable chuck holds drill points so they cannot be 
pulled out. Drill point revolves backward to clear chips on return 
movement of handle. 


All metal parts nickel plated and buffed. 


Magazine in handle holds eight drill points, from 7 to finch. 
Drill points exposed for quick, easy selection when magazine is 
opened. Same with No. 40. 


No. 40 has ratchet movement for hard or tough wood. Eight 
gull points in handle. Entire length, including drill point, 1034 
inches. 


No. 42 is No. 41 with wood handle. Drill points come in wood 
box. Length, including drill point, 113 inches. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Reciprocating Drill No. 50 


Drill runs continuously to the right dur- 
ing both the forward and backward move- 
ment of the driver, and therefore drills con- 
tinuously. The pressure is secured by 
pushing on the head of the drill which has 
ball-bearings to reduce friction. 


Three-jaw chuck, stronger and more dur- 
able than chucks of similar design. No drill 
points furnished, permitting user to obtain 
the kind best adapted to work in hand, 
holds straight shank drills up to 14 inch 
diam. The entire length of tool without 
drill is 16 inches. Movement of driver 


81% inches. 


A straight, clean hole is made quickly and with little effort when 
the “Yankee” Reciprocating Drill No. 50 is used. 


“YANKEE” TOOLS 
Make Beller Mechanics 
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No. 43. Lighter tool for use where only smaller sized drill 
points are required. Three smallest size drill points only are fur- 
nished. Length, including drill point, 1034 inches. 


6 

es 

== 

Extra drill points are sold in —— 

sets of 8 in wood box or in straight a ee 
sizes of one dozen in wood box. 2 

oe 8 


HALF ACTUAL SIZE 


“YANKEE” 
Automatic Drill No. 44 


with seven adjustable tensions 


Small drills, large 
drills, hard wood, soft 
wood—you can make 
the pressure exactly 
right with the adjust- 
able tension of this re- 


, i Li ee held in rp ino 
H andle, which in No. 44 t 
markable Drill. ea Tee cand OPSEE  BBIDWay 


When using fine drills in brittle ma- 
terial, you turn cap in handle to left, and 
ease tension. With bigger drills in tough 
wood, you turn cap to right, increasing 
tension. Saves drill points from breakage. 

Made of brass and steel throughout, 
nickel plated and buffed. Magazine for 
drill points in handle. Eight drill points, 
zs” to 44”, with each drill. as shown above. 


Tension adjustment 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability, 
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“VYANKER” 
Ratchet Breast and Hand Drills 


Right, Left and Continuous Ratchet Movements 
Single and Double Speed Styles 


“Yankee” Breast and Hand Drills stand alone in ingenuity and 
efficiency. They not only save time and labor, compared with 
other tools for the same purpose, but these “Yankee” drills work 
in ways and places where no other drilling tool can be worked at all. 


Even where you have but an inch or so in which to move crank, 
the drill may be operated—either right or left ratchet, or DOUBLE 
ratchet; and with either of two 
speeds. 


When on “Double Ratchet” 
adjustment the drill cuts con- 
tinuously on both forward and 
back ‘movements of crank. No 
motion or time is lost. You can 
drill speedily in tight quarters 
and without taking down con- 
struction. 

The five “Yankee” 
ratchet adjustments are Plain Drill 
shown in the accom- left-hand Ratchet 


panying illustration. Right-hand Ratchet 


They are controlled by DOUBLE Ratchet 
the ratchet shifter seen Gears Locked 
between the small gears, 


Speed changes are made in- 
stantly by shifting the little lever 
at hub of crank (see illustration). 
You can shift from high speed to 
low, or the reverse, at any time, 
in any part of a revolution, or 
in any of the ratchet movements, 
and without removing drill from 
the work. 


In addition to the advantages of the “Yankee” Ratchet ad- 
justments and the two speeds (changed at a finger touch) the 
“Yankee” gives you a drill that is compact and light in weight 
and that does not tax your strength in use. 


“Yankee” Breast and Hand Drills are built and finished me- 
chanically, on lines of a machine, and can be depended on to give 
long and satisfactory service. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 


Push Brace No. 75 


Bores 3%; inch holes in metal; drives 34 
inch auger bit in hard woods; or % to 54 
inch bits in white pine. Drills holes, drives 
screws in or out; taps holes; and with socket 
bit drives in small lag screws; runs burrs on 
nuts, on bolts, etc. Being cylindrical, it 
reaches into tight places where the ordinary 
bit-brace cannot be operated 


Right- and Left-hand Ratchet move- 
ments fit it for extra heavy work that can- 
not be done conveniently by pushing and 
it can be locked rigid. 


Two-jaw chuck with drop forged jaws 
holds squares up to 14 inch wood bit. 


Length without bit, 1614 inches closed; 
231% inches extended. All working parts 
sealed against dust and grit. 


Here is a “Yankee” Push Brace boring 
in a tight corner—one of the many jobs 
that this tool does quickly and efficiently. 


@YANKEE’TOOLS 
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“YANKEE” 
Ratchet Breast and Hand Drills 


In the illustration to the left 
“Yankee” Breast Drill No. 1555 is 
seen drilling out broken studs. The 
“Yankee” Double Ratchet _per- 
mits the motor mechanic to work 
without being compelled to make a 
full revolution of crank. Thus the 
job is done in the most convenient 
way and without loss of time. 


At the right, “Yankee” Breast 
Drill No. 1555 is seen in use on 
an airplane motor where a com- 
plete revolution of the crank is 
impossible. The workman uses 
the drill on Double Ratchet. 
He simply moves crank forward 
and back in the easiest way. 
The drill cuts continuously on 
both forward and back move- 
ments no matter how slight. 
No need to take down construc- 
tion and no loss of time! 


Photograph by permission Pitcairn 
Aircraft Inc. 


“Yankee” Hand Drill No. 
1530, at the left, is drilling in 
tight quarters for a bell wire. 
Here again the “Yankee” 
Double Ratchet makes the job 
easy and speedy. No. 1530 is 
only 1034 inches long and weighs 
but 114 pounds, yet has all the 
ratchet adjustments shown on 
opposite page. 


— w= on 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 


Drills 


YANKEE.No1SSS 


No. 1555.—Two speeds. Five 
ratchet adjustments. Length, 17 
inches. Three-jaw chuck 
) holds round shanks up to 


No. 555.—Two speeds. Five 
ratchet adjustments. Length, 
18 inches. Two-jaw chuck 
holds either round or square 
shanks up to 14 inch. 


SISYANKEE=NOIS50 5 


No. 1550.—Single speed. Five 
ratchet adjustments. Length, 17 
inches. Three-jaw chuck holds ‘rounds 
up to 4 inch. 


No. 550.—Single speed. Five ratchet 
adjustments. Length, 18 inches. Two- 
jaw chuck holds squares or rounds up to 14 inch. 


“YANKEE” TOOLS On the above D Handles can be supplied to use in 
Make Beller Mechanics 


place of Breast Plate as an extra part. 
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“YANKER”’ 
Ratchet Hand Drills 


No. 540.—Single Speed. Five Detachable 
ratchet adjustments. Length, 164 (igi handle on these 
A tools forms mag- 


inches. Two-jaw chuck holds | ecg See a 
square or round shanks up to 3¢ inch. Ree tO ae 


No. 1545.—Two speeds. Five ratchet 
adjustments. Length, 16 inches. Three- 


jaw chuck holds rounds up to 3¢ inch. 


No. 545.—Two speeds. Five ratchet 
adjustments. Length, 1644 inches. Two- 
jaw chuck holds squares or rounds up to 34 


inch, 


Side handle has screw-driver blade to “YANKEE” TOOLS 
fit all screws in tool. WMnake Beller Mechanics 


28 NORTH BROS. MFG. CO. 


“YANKEE” 


pes Hand Drill No. 1530 


“Yankee” Ratchet Hand Drill 
No. 1530 is only 1014 inches long 
and weighs but 114 pounds. It is 
so small that it may be slipped into 
the coat pocket, yet it has all the 
“Yankee” Ratchet adjustments i! 
lustrated and described on page 24 
Thus, the operation of this little 
drill—right and left ratchet and 
DOUBLE ratchet movements—is 
the same as the larger “Yankee” 
Breast and Hand Drills. 

By reason of its compactness and 
convenience, No. 1530 has wide 

general use by mechanics 
No. 1530.—Single 1nall trades, by amateurs 
atte Five ratchet ae ees yee dv 
adjustments.  animportant place in the 
Lenath 1038 inches” household. to0l kit, for 
lldscasund shanks eo dtulling: in ‘all: kinds of 
up to 4 inch. metal and in wood of 
every description. 


In the illustration at the right 
No. 1530 is seen drilling holes to 
fasten new tape keeping hood 
from rattling. The tool is set on 
“Yankee” Double Ratchet. This 
movement enables the user to do 
the job in the most convenient 
way. Any motion of the crank 
forward or backward causes drill 
to cut continuously. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Plain Breast Drills 


For those not in need of a drilling tool with ratchet 
movements, but who want a drill that is convenient 
and dependable, we manufacture “Yankee” Plain 
Breast and Hand Drills. 


The larger sizes of these drills have two speeds. Change of speed 
is made instantly at a finger touch on speed shifter to be seen on 
frame between the gears. With shifter at top notch, “S,” the tool 
is set for slow speed; at bottom notch, “F,” fast speed; in center 
notch, “L,” tool is locked for opening or closing chuck. 


No. 455.—Two speeds. Length, 1714 inches. Two-jaw chuck 
holds square or round shanks up to 4% inch. 


No. 1455.—Two speeds. Length, 1614 inches. Three-jaw chuck 
holds round shanks up to 14 inch. 


D Handles can be supplied on the above, to use in place of Breast 
Plate, as an extra part. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Plain Hand Drills 


No. 1445.—Two speeds. Length, 15 inches. Three-jaw chuck 
holds round shanks up to 3 inch. 


No. 445.—Two speeds. Length, 1534 inches. Two-jaw chuck 
holds squares or rounds up to 3¢ inch. 

Handle is hollow to serve as a magazine for carrying drills. It is 
readily detachable from tool by means of milled nut. 


Adjustment of all screws on “Yankee” Breast and Hand Drills 
is provided for by screw-driver bit attached to side handle. 


No. 1441.—Single speed. Length, 1314 inches. Three-jaw 
chuck holds round shanks up to 34 inch. No magazine in handle 
for drills. 


No. 1446.—Two speeds. Length, 1414 inches. Three-jaw chuck 
holds round shanks up to 34 inch. Same as No. 1435 except 
larger size. 


“YANKEE” TOOLS 
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“YANKEE” 
Plain Hand Drills 


No. 1430.—Single speed. Length, 1014 inches. Three-jaw chuck 
holds round shanks up to 4 inch. Handle has magazine for drills. 


No. 1431.—Single speed. Length, 914 inches. Special radio* 
chuck. Capacity 5 inch. Designed to take largest drills usually 
supplied with radio drill sets. No magazine in handle for drills. 


ST 


SY Sf) 
NYYANKEE'NOI435-Z 


No. 1435.—Two speeds. Length, 11 inches. Three-jaw chuck 
holds round shanks up to 4 inch. Handle has magazine for drills. 
Back-geared to slow speed for power. Change from fast to slow 
(made without removing drill from work) prevents jamming in 
drilling through, and will save breakage of drills. 


Speed shifter at midway locks gears to open and close chuck. 


* See description of “Yankee” Tool Set No, 106, page 42 


“YANKEE” TOOLS 
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“YANKEE” 
Automatic Chain Drills 


Convenience and rapidity of opera- 
tion are afforded by the ‘Yankee’ 
Automatic Friction and Ratchet Feed. 


Taking up or releasing of chain is 
done in an instant with friction feed, 
by simply turning the brace or breast 
drill, by which Chain Drill is operated. 
When chain is tight, the ratchet feed is 
put into operation by 
shifting small lever to 
horizontal position. 
When drill has finished 
the cut, the ratchet feed 
is thrown off by turning 

lever to upright posi- 
Pips ek. tion. Reverse the 
holds square movement of brace 
shank drills up and drill is withdrawn, 
ack rian chain slackened in a 
inches. Weight, ™oment. 
3% pounds. 

Automatic, positive, fixed feed for 
drills up to % inch, so that drills can- 
not be broken in use. 


No hand feed, no parts to fuss over, 
nothing to catch or pinch the fingers. No. 1500— 
; 3-jaw chuck, 
holds round 
shank drills 
only, 4 inch up 
to 4% inch. Ex- 
treme length 


934 inches. 
Weight, 3% 
pounds. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Automatic Bench Drills 


Friction and Ratchet Feeds 


Friction feed operates in moving the drill quickly 
to and from the work. 


The feed changes automatically from friction to 
ratchet the moment the drill begins to cut into the 
work. The ratchet feed is positive, fixed and without 
adjustment. Pressure is regulated automatically for 
drills of all sizes. Freedom from hand feeding gives 
the operator the advantage of the use of one hand for 
holding the work. 


An automatic throw-off at op and bottom of travel 
e extreme up or down 


disengages the ratchet feed at t 
movement of the spindle, 
preventing jamming. 
Made in two sizes, de- 
scribed on following page. 


The “Yankee” Bench 
Drill is one of the most 
useful tools for garage 
work. It is convenient, 
speedy, accurate—and 
calls for no special skill on 
the part of the operator. 


Adjustable table can be raised 
or lowered independently of the 
bracket by means of a hand feed 
wheel and screw. Bracket and 
table can be quickly removed 
for very high work. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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A—Ratchet Teeth. 


B—Ratchet Shifter in 
“knock-off” position 
at extreme of up al 
movement. He 

C & D—Automatic 

“knock-offs” at top 

and bottom 


No. 1005—Two speeds 
Chuck, holds up to....... 


we 
Diameter of table....... 634” 
Traverse Automatic Feed 2” 
Adjustment of bracket. ...5/” 
Entire length of drill... .28” 
Net:weight: js eosin. 29 lbs. 
Gross weight, 1 in box. .57 lbs. 


MFG. CO. 


No. 1003-—Single speed 


Chuck, holds up to........ yy" 
Diameter of table........ 434" 
Traverse Automatic Feed.114” 
Adjustment of bracket. . . .234” 
Entire length of drill... ..1834” 
Net weight........... 101% lbs. 


Gross weight, 1 in box. . .20 Ibs. 


The speeds on No, 1005 are controlled by Gear Shifter seen in illustration between 
the small gears—fast, slow or locked at a finger touch. 


“YANKEE” TOOLS 
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It is easy to control 
small, wobbly screws with 
“Yankee” Ratchet Screw- 
driver No. 15. Turn the 
knurled washer, at the base 
of the blade, with the thumb 
and forefinger, and the screw 
starts. 


Above a lock is being assem- 
bled. The left hand is holding 
the parts of the lock in position. 
The little screw is being started 
by turning blade of “Yankee” 
No. 15 with thumb and forefinger 
of right hand. 


The numerous small screws 
in a motor car are easily man- 
aged with “Yankee” Ratchet 
Screw-driver No. 15. 


Taking down and reassem- 
bling a magneto is a tiresome 
job with an ordinary screw- 
driver. The “Yankee” Ratch- 
et Screw-driver No. 15, with 
thumb-turn on blade, handles 
the many little screws so rap- 
idly that the job is made easier 
and much time is saved. 


“YANKEE” TOOLS 
rake Beller mechanies 
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“YANKEE” 
Ratchet Screw-driver 


No. 15 


Made to meet the de- 
mand for a light blade 
screw-driver to drive 
small, wobbly screws. 
On the blade is a knurled 
thumb turn, as shown in 
illustration, which en- 
ables you to turn the 
blade with forefinger and 
thumb. 


The hand presses 
steadily on the handle 
and prevents the screw 
from wobbling, while the 
thumb and finger turns 
blade, until screw is well 
started, after which it is 
driven home by turning 
handle on ratchet move- 
ment. 


In taking out a screw, 
it is started by turning 
blade by handle until 
loose, and then run out 
by thumb and_ finger 
operating knurled thumb 
turn. 


Blade lengths, 2, 3, 4, 5, 6, and 8 inches. 
All blades, 3%-inch diameter. 
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“YANKEE” 


Vise No. 990 
For Bench Drill 


ORTH BROS. MFG. Co. 
PHILADA.PA.U.S.A, 


Designed for use on “Yankee” Bench Drills; or sep- 
arately, attached to bench. 


Body and sliding jaw are of cast iron, accurately machined to 
hold work square, when used either flat or on sides. 

With the V-groove shown in the front jaw, round work is held 
perfectly rigid and parallel at all times. 

The removable swivel jaw holds taper work. Made of steel, case 
hardened. 

The base of vise is 6 inches long and 23¢ inches wide. Extreme 
height 2 inches. The opening of jaws, without swivel jaw, is 3 inches, 
with swivel jaw 25¢ inches. Depth of jaws 13 inches. Net weight, 
4 pounds each. Gross weight, 4 pounds 3 ounces. 


” 


_“YANKEE 


Bench..Drill 


No. 990 “Yankee” Vise in 
use holding a “round” on 
table of No. 1005 “Yankee” 
Bench Drill. 


“YANKEE” TOOLS 
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Vises 


This V-grooved 
block holds 
round or irregular 
shapes without 
marring the work, 


Designed for continuous work—from bench to 
machine and back again, through all operations. 


As it is different and does what no other vise can 
do, the “Yankee” Vise is needed regardless of what 
other vises you may already have. 


Body of vise quickly detachable, by turn of set- 
screw, for use on drill press, milling machine, etc. 
Vise is accurately machined all over so that it can 
be used on either side or end as well as its base. 


Each vise is provided with a hardened steel block, 
shown above, with V-shaped grooves for holding 
round or irregular work. 


The Swivel Base is easily and firmly locked or 
released by a short movement of the lever at one side 
of the base. Nos. 1991, 1992, 1993, 1994 are identical 
except in size. See page 38. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKER”’ 
Vises 


The “Yankee” Vise assures ac- 
curacy from start to finish of a job. 
The work, locked in the vise, can 
be removed from the Swivel Base, 
and carried from machine to ma- 
chine in the original alignment. 


Sides, end, top and bottom of the 
body and the sliding jaw are accur- 
ately machined to hold work square 
when used flat or on sides. 


The illustration below shows how a “Yankee”’ Vise is easily re- 
moved from its base for continuous work. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 


“YANKEE” 
Vises Nos. g91-2-3-4 
OQ Ara c% 


YANKEE" N, 


NORTH BROS. EG Co, poy 


Without Swivel Base, Nos. 991-992-993-994 


No. 991 No. 992 No. 993 No. 994 


Base, Length............. 35” 4i” 73” 104” 
Base, Widths cicnesdica sess 14” 2 22” 4” 
Jaws, Opening............ 13” 133” 34” 4” 
Jaws, Depth. .....05 gases 14” fs 23” 
Jaws; Wid thick es. cassis 134” a 23” 4” 
Height, over all.......... 14” 2x6" aC 44” 
Length, over all.......... 43” 6” 82” 124” 
Net weights ceesciee cesses 1lb.60zs. 3lbs.60zs. 9 lbs. 2 ozs. 28 Ibs. 6 ozs. 
Gross weight.........++5+ 11 Ibs. 4 ozs. 32 Ibs. 


"YANKEE" Ns 1993) 


eth BROS.MFG. CO. PILADA 


With Swivel Base, Nos. 1991-1992-1993-1994 


No. 1991 No. 1992 No. 1993 No. 1994 


Swivel Base, Diam........ 24” 33” 44" 63” 
Height, over all........... 34” a 63” 73" 
Net weiphtexocis cnsaesews 2\lbs.60zs. 5|bs. 7 ozs. 13 Ibs. 6 ozs. 41 lbs. 
Gross weight... 00000 15 Ibs. 8 ozs. 45 lbs. 
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A steel cylinder has been locked in 
“Yankee” Vise No. 1993. The vise 
with the work in it has been removed 
from its base on the bench to a sur- 
face plate, where the work is accu- 
rately marked. 


“Yankee” Vise returned to its base, 
screwed to the bench. The work is 
being center punched for drilling. 


“Yankee” Vise, holding the work 
in the original alignment, goes to the 
drill press. This means not only 
convenience and time-saving, but more 
accurate work. 


Held in the original position in 
“Yankee” Vise, the work is trans- 
ferred to bed of milling machine. 
Accurate alignment is thus secured 
from start to finish. 


“YANKEE” TOOLS 
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“YANKEE” 
Ratchet Tap Wrenches 


The “Yankee” Rat- 
chet and adjustable 
cross-bar enable the 
“Yankee” Ratchet Tap 
Wrench to work in cor- 
ners impossible for or- 
dinary tap wrenches. A slight back and 
forth movement of the cross-bar is all 
that is necessary to make the tap cut. 


Ratchet mechanism is the same con- 
struction as used in other “Yankee” 
Tools. Adjusted for Left-hand Rat- 
chet, Right-hand Ratchet and Rigid, by 
simply moving the Ratchet Shifter. 


Cross-bar is held central by a 
friction device. It can be readily 
withdrawn. 

Knurled thumb piece at top af- 
fords a ready means of quickly start- 
ing in and backing out taps. 

No. 250 holds up to 34-inch taps. Length, 
over all, 314 inches. 

No. 251 holds up to 35-inch taps. Length, 
over all, 5 inches. 

No. 1251 same as No. 251, except length 
over all is 13 inches. For work in steel cars, 
etc., and where long reach is necessary. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” 
Drill Chucks 


Straight Shanks—}4 inch diameter 
To hold Out. Diam. Length 


No. 1593 Straight Shank 0 to 4” a? 434” 
No. 1594 Straight Shank 0 to 34” 134” Et 
No. 1595 Straight Shank 0 to 4%” 114” 534” 


Bit Brace Shanks 
Made in the following sizes 


To hold Out. Diam. Length 
No. 1593 BB Bit Brace Shank 0 to 14” ils 414” 
No. 1594 BB Bit Brace Shank 0 to 34” 13” 414" 
No. 1595 BB Bit Brace Shank 0 to 14” 114” 434” 


These Chucks are the same as those used on the “Yankee” 
Breast and Hand Drills. They are simple in construction, accurate 
and efficient in use. 

The Chuck Body is of steel, polished and nickel plated. The 
Jaws are of tool steel, hardened. The Shanks are of steel, the 


straight 14 inch accurately turned, and the bit brace square taper 
milled, to fit bit braces, breast drills and other tools. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 
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“YANKEE” Sets for Gifts 


Almost every man takes pride in ownership of fine 
tools. You can pay a compliment to any such man 
—mechanic or amateur, and at the same time show 
your own discrimination in tools, by giving him 
“Yankee” Tools. Here are two suggestions: 


“YANKEE” Tool Set No. too 
Oak Tool Chest, highly finished 


a —= See Page 17 
ee For Description 
SYANKEE' TOOL SET \\ 
No.100 i\ 3 
=" NORTH BROS MFG. CO. This set takes care 


PHILADELPHIA,PA.U.S.A i of all the usual re- 

: = quirements in tools for 
driving and drawing 
screws, and for boring 
holes and countersink- 
ing for screws. 


“YANKEE” Tool Set No. 106 


Mahogany-finished Tool Chest 


Combines Tool 
Set No. 105 and 
Radio Drill No. 
1431 (both des- 
cribedonopposite 
page). Makes a 
complete set of all 
“Yankee” Home 
Electric and Ra- 
dio Tools. This 
chest, with 
compartments, 
protects tools 
when not in use, 
and prevents 
them from being 
mislaid. 
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“YANKEE” Tool Set No. 


The handiest set of tools 
ever made for the man 
who likes to work on 
radio, home electric ap- 
pliances, and odd jobs 
around the house and 
garage. Comprises Rat- 
chet Tool Holder with 
nine attachments. It 
takes care of all screws; 
reams and _ countersinks 
holes; runs up nuts; bends 
and loops wire; and is pro- 
vided with a wrench for 
jacks and 3%;-inch hex or 
square nuts. 


2a MNva,, 


Set No. 105 Contains 


No. 230 Ratchet Tool Holder (614 inches over all) holds all 
attachments. Right- and left-hand and rigid adjustments. 


Blades—5¥4 x y@ inch, for long reach into box, between 
wires, etc. 


—31% x i inch, for small screws on dials. 
—2\% x \ inch. for heavy screws, erecting aerials, etc. 


Countersink—for countersinking, for heads of screws. 


Sockets—(two) 14-inch and ;s-inch hex, with 4-inch shanks, 
Cover all small nuts. 


Reamer—for enlarging holes in panel from 4% to 1% inch. 


Wrench—one end, 3%; inch, square or hex. Other, 44-inch 
hex for jacks. 


Wire bender—for making loops and bending wire. 


Radio Drill No. 1431 


A beautifully balanced, small, powerful drill, with 
4 to 1 ratio of gears for speed. Special Radio Chuck, 
#y inch capacity, to take largest drill usually supplied 
with radio drill sets. Length, over all, 914 inches. 
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“YANKEE” Vise Clamps 
Nos. 2992 and 2993 


“Yankee” vise clamps greatly 
increase the utility of “Yankee” 
vises. Hold work rigidly for 
drilling and other machining 
operations—hence easier and 
more accurate results. Illus- 
tration shows how by means 
of “Yankee” clamp, work can 
be kept on face plate but 
shifted to any handy position 
for tapping, filing, etc. 


Made in two sizes: No. 2992 for use with Nos. 992 or 1992, and 


No. 29937 or Nos. 993 or 1993 Yankee vises. aces 
Without Bolt 
Length Width and Wingnut 

No. 2992 934” 2” 134” 

No. 2993 10%” 275 134” 


‘ “Yankee” vise clamps are slotted for 34” machine bolts. 


“YANKEE” on the tool you buy means 


utmost in quality, efficiency and durability. 


YANKEE 


ANDYMAN 


Quality 
Household Tools 


46 NORTH BROS. MFG. CO. 


YANKEE 


ANDYMAN 
Spiral Screw Drivers 
THREE STYLES AS ILLUSTRATED. ALL HAVE RicHT Hanp, Lerr 


Hanp anv Riaip Apyustments. Eacu Screw Driver 
IS EQUIPPED WITH One 14” Bir. 


‘ANKEE” NO. 33-H 


No, 33-H.—Here’s the screw driver everyone can use. In any- 
one’s hand—man, woman or boy—it makes the job easier, does it 
faster. Simply push on the handle to drive screws in or take them 
out—whichever you wish. Replace the bit with a “Yankee” Chuck 
and Drill and holes may be bored just as easily. Get a “Yankee” 
Handyman for your home . . . there 1s no handier household tool. 


Length extended, including bit. .9 inches 


No. 133-H 


No. 133-H.—The spring in the handle automatically returns 
the driver to proper position and leaves one hand free to hold the 
work. An excellent drill when used with “Yankee” Handyman 
Chuck and Drill set. Enjoy the many advantages a “Yankee” 
Quick-Return Handyman offers in home, workshop, garage, etc. 


Length of driver extended, including bit. .934 inches 


No, 233-H 


No. 233-H.—The ‘complete’ Handyman. Has quick-return 
spring. Magazine handle is transparent and contains extra drill 
chuck, 1 each @%”, gz” and ez drill point, also gy” bit for small 
screws. 14” bit in chuck of driver. 


Length extended, including bit .10 inches 


PHILADELPHIA, 


The Quality that 
Means the Greatest 


Kconomy 


The “Yankee” Brace is 
unlike any other brace. 
position in tooldom is 


like that of a 
fine car in the 
auto industry. 
Its appeal is 
to those who 
take pride in 
ownership of 
finer things... 
appreciate 
precision and 
finish in tool- 
making .... 
understand 
the long-run 
economy of 
paying a little 
more for 
quality and 
efficiency. 


Men who thought they did 
not need another bit brace are 
buying the “Yankee” on sight. 


Men who get the “Yankee” 
Ratchet Bit Brace will never 
have to buy another brace. 


(See page 4.) 


Famous 
” 
“Yankee” Ratchet 
Dust-proof. Moisture-proof 
Quick, positive, easy-acting 


and VISIBLE ratchet shifter. 


“YANKEE” TOOLS 
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ening was known. ‘Their standard—now, as always— 
is the highest quality and ingenuity that can be 
built into a tool; the greatest service for the user of the 
tool! Depend on it, the ‘“ Yankee” Tool you buy is 
right! We take the trouble to see that it is right, before 
it can leave the 
factory.. Every 
“Yankee” blade 
and bit, every 
“Yankee” drill- 
point, each and 
every “Yankee” 
Tool, is individu- 
ally tested, before 
delivery to your 
dealer for you. 


“Yankee ai Showing the individual test given to “Yankee” 
Tools are made - ee 
for convenience. for speed, for capacity. Taking jobs 
as they come, “Yankee” Tools save a third to a half 
of a man’s time. With “Yankee” Tools, a man can 
do half as much again to double the amount of work. 


“Yankee” Tools give service, long wear. They pay 
dividends on their cost every time you use them. 
They are the cheapest tools in the end. Hardware 
dealers sell “Yankee” Tools. If you cannot get the 
“Yankee” Tool 
you want, write 
us, specifying 
name of tool, its 
number and size, 
and we will see 
that you are sup- 
plied. 


North Bros. 
Mfg. Company 
Philadelphia, Pa., 


Giving every “Yankee” Tool the test of actual 


performance. OF Ss; A. 
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ANKEE 


Accessories for ManpymANn 


SPIRAL SCREW DRIVERS 
NOS. 33-H, 133-H AND 233-H 


Chuck and 3 Drill Points 


Bores holes for screws and other purposes. Set contains one #%”, 


4 if @” drill points and drill chuck. Converts screw driver into a 
ri 
Countersink 


Reams wood so that head of screw can be driven flush with surface. 


5/32 Inch Bit 


For screws smaller than No. 4. 
e 
Accessories are inserted in screw drivers in some manner as regular bit. 


All accessories with No. 35 shank diameter, see page 11, may be 
used with Yankee Handyman Spiral Screw Drivers. 


No. 330-H MawpyMan 
Accessory Pak 


BORES HOLES — COUNTERSINKS 
HOLES — DRIVES SCREWS. 


Contains set of chuck and 3 drill points, 
countersink and 3” bit. 


Completes the convenience of “Yankee” 
Handyman Spiral Screw Drivers. Gaatamorie 
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No. 2-H 


YANKEE 


ANDYMAN 
Ratchet 
Screw Driver 


A genuine “Yankee” quality 
screw driver at a surprisingly 
low price. 

It’s the handiest tool you can 
imagine for those small wobbly 
screws in radios, cars, locks, 
electric appliances, guns, fishing 
reels or any of a hundred and 
one things around the home. 
Just move the handle to and 
fro to drive or draw screws. 
Shifter can be adjusted for 
either right or left ratchet. 
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Amazing value! 
Length overall. .475 inches. 


YANKEE 


SELECT THE AManwoyman 
T OO 8: OU -: NED 
FROM MERCHANDISERS 
AT YOUR DEALERS 


(See opposite page) 
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YANKEE 


ANDYMAN 
Quality Household Tools 
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NaSOM ACCESSORY PAA CISPLAY CONTAINER 


. 
No.2n Handyman 


RIVE! 


Printed in U. S. A. 


